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28 16 88x482x476, 2U / x 3 . 67 SMALLC3A30

60 36 88x482x476, 2U / x 4 . 105 SMALLC3A60



11

  

    Small Convert

 "RAM batt"  Small Convert

SMALLC1 SMALLC2 SMALLC3

 , 
 95  300 (0–60 % ),  161  286 (60–100 % )

   

, 50–60 +/–5 %  

 (THD) < 7 %

 > 0,98

/  1 Schuko

 , 1000 2000 3000

  
, 

800 1600 2400

, 220 / 230 / 240 (   )

  +/–2 %

  

, 50 / 60 +/–0,1 (   )

 (THD) < 3 %

- 3:1

105 %   1  – 120 %   30 

/  2 Schuko

 

 0

94 % (online) – 98 % ( - )

  , 4–6

  – 

  0 

  –   –   –  –

 , ° 0–40

 < 45    1 < 50    1 

 

 ( x x , ),  / 
-  

88x482x476, 2U 88x482x476, 2U / x 2 .

    
, 

16 28 36

  

-   , ,    

 RS 232 – USB – " " 

EPO (  )

    

 1   10 A, 1  , 

  

 AS400    " "     

   Ethernet – SNMP-

      

    020/2011, EN61000-6-1, 61000-6-3

    004/2011, EN 62040-1, EN 62040-2,  73/23/EC, 93/68/EC


